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Polymeric membranes are glassy materials at non-equilibrium state and inherently undergo a spontaneous
evolution towards equilibrium known as physical aging. Volume relaxation characteristic during the course
of aging is governed by the surrounding temperature in which the polymeric material is aged. Although
there are studies to understand how polymeric materials evolve over time towards equilibrium at
different operating temperatures, the theories have been developed merely in response to experimental
observations and phenomenological theory at bulk glassy state without the implementation of sample
size effects. Limited work has been done to characterize the physical aging process to thin polymeric
films using reasonable physical parameters and mathematical models with incorporation of
thermodynamics and film thickness consideration. The current work applies the Tait equation of states
and thickness dependent glass transition temperature, integrated within a simple linear correlation, to
model the temperature and thickness dependent physical aging. The mathematical model has been
validated with experimental aging data, whereby a small deviation is observed that has been explained by
intuitive reasoning pertaining to the thermodynamic parameters. The mathematical model has been
further employed to study the gas transport properties of O2 and N2, which is anticipated to be applied
in oxygen enriched combustion for generation of cleaner and higher efficiency fuel in future work.1. Introduction
One of the major applications employing membrane process is
O2/N2 gas separation that is aimed at oxygen enrichment.1–3
Glassy polymeric membranes dominate membrane separation
technology in an industrial scale since they have huge repro-
ducibility for large scale production and low fabrication cost as
compared to inorganic membranes,4 while exhibiting high gas
selectivities alongside good mechanical characteristics in
comparison to rubbery membranes.5 The commonly adapted
materials for oxygen-enrichment membrane processes are pol-
ysulfone (PSF) and polyphenylene oxide (PPO) polymeric
membranes.6–9 PSF polymeric membranes easily form thin lms
on membrane support surfaces, while demonstrating behaviors
such as chemical inertness, good mechanical strength and
stable thermal properties.10 On the other hand, PPO is a high
performance polymeric membrane with high permeability
characteristic, good mechanical properties and thermo-
oxidative stability because of a low barrier to rotation and
resonance stabilization of the aromatic ether bond.11
The disadvantage of polymeric membrane process that
reduces its competitive edge is the decline permeation of gasent of Chemical Engineering, Universiti
sia. E-mail: laukokkeong@utp.edu.my
Teesside University, Middlesbrough, UK
hemistry 2018components over time, which is commonly regarded as physical
aging.12 This is because membranes adapted for gas separation
are typically made from polymeric materials due to their supe-
rior permeability and selectivity characteristics.13 The polymeric
membranes are amorphous and glassy materials, which are at
non equilibrium condition and thereby experience a slow
progression towards equilibrium naturally.12 The evolution
towards equilibrium causes volume relaxation within the glassy
polymer, further contributing to reduction of free volume that
connes the permeability of gas components through the
polymeric matrix.14,15 The aging phenomena constitutes to
additional membrane area requirement to treat a given process
stream than originally needed based upon design of initial
membrane performance. Therefore, it is essential to elucidate
the mechanism of physical aging on the performance of gas
separation membranes to ensure satisfactory performance over
long service periods.16,17 This can be achieved by designing the
system to exhibit greater membrane area than required or
having membrane existing in parallel to cater for a wider range
of feed ow rates in order to meet sufficient oxygen recovery
when aging occurs.12 In addition, the membrane system can be
designed at membrane specication and operated at operating
conditions with minimal deteriorating effect of physical aging
once the process is elucidated and quantied.
The most successful mechanism to explain the volume
relaxation process in thin polymeric membrane lms of varyingRSC Adv., 2018, 8, 30265–30279 | 30265
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View Article Onlinethicknesses during physical aging is the dual modemechanism,
whereby the lost of free volume has been proposed to be
attributed to two phenomena, such as (1) “Lattice contraction”
that describes the uniform collapse of free volume throughout
the unrelaxed polymer matrix and (2) diffusion of free volume
from the interior to the surface of the glassy polymer.18–20
Nonetheless, experimental works by Huang & Paul (2005,
2006)21,22 and Alsari et al. (2007)23 further reported varying
behavior of physical aging in thin polymeric membranes at
different external conditions, such as operating temperature
and pressure. Up to date, the effect of operating conditions has
not been incorporated to characterize physical aging of thin
polymeric membrane lms. The question of operating
temperature dependent physical aging within polymeric
membrane remains open and one that remains unraveled to
date.
Research works devoted to mathematical modeling of
thermodynamic properties of polymeric materials have been
available, which plays an important role in predicting polymer
behavior at various operating conditions.24 There are three
types of thermodynamic model commonly adapted to describe
the pressure–volume–temperature (PVT) characteristic of
polymeric systems, which are (1) lattice model equation of
states (EOS), whereby partition function of the polymer system
can be obtained by counting the number of possible congu-
rations when these segments are arranged in hypothetical cells
that resemble the crystal lattice25 (e.g. Sanchez and Lacombe
(SL)26 and non-equilibrium lattice uid model (NELF) of
Doghieri and Sarti27) (2) perturbation theory, whence a simple
system is initially used as reference, while condition of the
actual system is computed based on deviation from the
reference case through introduction of certain correction or
perturbation terms (e.g. Statistical Associated Fluid Theory
(SAFT) model based upon Wertheim's ideology28 and Per-
turbed Chain (PC-SAFT))29 as well as (3) empirical models of
polymer systems established via tting with a pool of well-
established experimental data (e.g. Tait equation30). In this
context, the empirical model methodology has earned its wide
application attributed to the simplicity and limited number of
tted parameters.31 Nonetheless, majority of the works have
been conned to quantication of the PVT behaviour to bulk
polymeric systems at a xed time since aging in bulk system is
not apparently noticeable. Probably the most successful
attempt to date that has employed thermodynamics model to
describe physical aging phenomena is the NELF model, which
has evolved from the lattice model, whereby it has been
employed extensively to model and to predict solubility of gas
penetrants in glassy polymer lms once the pseudo equilib-
rium volumetric data during the course of aging are avail-
able.27 Nonetheless, the NELF model has not been able to
incorporate the thickness dependent physical aging that is
exceptionally perceptible in thin polymeric lms. The restraint
constitutes to divergent from prediction of polymeric
membranes employed in industrial use, which are virtually
fabricated in the order of less than 1000 nm to be commer-
cially viable in order to cater for application of large feed ux
and high impurities content.32,3330266 | RSC Adv., 2018, 8, 30265–30279From the review of published literatures, it is highlighted
that there remains a research gap that articulates the relevancy
between thermodynamic mathematical model in bulk poly-
meric system, which neglects the effect of sample sizes, and
thickness dependent characteristic within thin polymeric
membrane lms. Coupling between membrane thickness and
operating temperature is of utmost importance, which is
essentially required in application of membrane gas separation
in oxygen enriched combustion with thin selective dense poly-
meric material considering the adverse effect of operating
temperatures.34 In our previous research work, we have con-
structed ultrathin (<100 nm) polysulfone lms of varying
thicknesses at its actual dimension through employment of
molecular simulation tool to elucidate the effect of thickness
upon connement towards their dynamics, relaxation, physical
and gas transport properties.35,36 Subsequently, the effect of
physical aging towards separation performance and techno
economic feasibility of an oxygen enriched combustion plant
using thin polysulfone lms has been quantied via variable
gas transport behaviour modelled through the dual mode
mechanism model.20 Nonetheless, all the works have been
conned to assumption of ambient operating temperature of
308.15 K (35 C) while the question of temperature and thick-
ness dependent physical aging continues to be unresolved.
The novelty of current work is to use thermodynamic
approach to describe temperature and thickness dependent
physical aging simultaneously through mathematical model-
ling. To the best of our knowledge, this is the rst pioneering
work that incorporates both temperature and thickness
dependent effect of physical aging to fulll previous research
work that has been devoted to either modeling of thickness
dependent physical aging in thin lm through lost of free
volume via dual mode mechanism or modelling of temperature
dependent physical aging with availability of pseudo equilib-
rium volumetric data for polymeric lm at a xed dimension via
the NELF model. In this work, a simple linear correlation has
been employed to tackle aging behavior at different aging
temperatures and lm thicknesses to provide physical inter-
pretation towards the aging phenomena from a thermodynamic
point of view that stems from the thickness dependent glass
transition temperature and relaxation time to achieve equilib-
rium. The current work applies the Tait equation of states and
thickness dependent glass transition temperature, integrated
within a simple linear correlation, to achieve the simultaneous
effect of modelling the temperature and thickness dependent
physical aging. The well-known Tait equation has been selected
as thermodynamic model in present study since it has been
successfully utilized to characterize PVT properties of bulk
polymer at the glass and melt conditions accurately over a wide
range of operating conditions.37 The well-established Tait
equation has earned wide acknowledgement due to its
simplicity, which enables parameters of the empirical model to
be found conveniently in varying published literatures to be
employed in physical aging model of present work.37 On the
other hand, the thickness dependent glass transition tempera-
ture has been employed since it is one of the most notable
characteristic that exhibits deviation of actual properties of theThis journal is © The Royal Society of Chemistry 2018
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View Article Onlinethin lm at dimension upon connement in comparison to its
bulk counterpart. To demonstrate accuracy of the proposed
mathematical model, it has been validated using published
experimental aging data at different operating temperatures
and lm thicknesses for PSF and PPO to reveal applicability of
the methodology for different classes of glassy polymers. The
mathematical model is found to provide good approximation
and reasonable intuitive explanation pertaining to the ther-
modynamic evolution of polymeric materials with varying
thicknesses and operating temperatures during physical aging.
It is worth noting that the mathematical model is merely
limited to non condensable gas pairs (e.g. O2/N2) since separa-
tion of gases that deals with condensable gas (e.g. CO2/CH4) has
been reported to interact with functional group of polymeric
chain, which consequently swells the membrane matrix and
affects the free volume alteration during physical aging.38,39
Hence, in present work, the gas transport properties of O2 and
N2 over the course of aging at varying operating temperatures
are elucidated, which is hopeful to be applied in oxygen
enriched air through polymeric membranes for production of
higher efficiency combustion.2. Methodology
The mathematical model is developed based on the solution
algorithm as presented in Fig. 1.
From Fig. 1, it is depicted that the methodology is comprised
of ve following steps.
(1) Slope of thermodynamic line characterizing the bulk
glass state.
(2) Thickness dependent glass transition temperature.
(3) Equation of thermodynamic line characterizing the thin
glassy state.
(4) Linear correlation of physical aging based on deviation
from equilibrium.
The description of each step is provided in the next
subsections.Fig. 1 Schematic representation of physical aging process based on
specific volume, V, and departure from equilibrium, d, within glassy
material at aging temperature, Ta, below the glass transition temper-
ature, Tg, and bulk glass transition temperature, Tg,b, for development
of the linear correlation as a function of time, t.
This journal is © The Royal Society of Chemistry 20182.1 Slope of the thermodynamic line characterizing the bulk
glassy state
In this work, the Tait equation, which has been demonstrated to
be particularly successful to provide a simple and convenient
mathematical characterization of PVT behaviour for a large
number of rubbery and glassy polymers, has been adopted to
describe the compressibility characteristic of the bulk poly-
meric matrix.40 In addition, it has been demonstrated in pub-
lished literatures by Huang et al. (2006),21 whereby their
experimental aging data would be adapted to validate the
developed methodology, that the Tait equation is of sufficient
accuracy to characterize the specic volume of their fabricated
polymers. The Tait equation has generally adopted the common
form, such as that presented in eqn (1).30
VðP;TÞ ¼ Vð0;TÞ

1 0:0894 ln

1þ P
BðTÞ

(1)
Whereby V(P,T) represents the specic volume of the polymer at
a particular temperature, T, and pressure, P, of interest, V(0,T)
corresponds to the volume–temperature isotherm at zero pres-
sure while B(T) is the Tait parameter.
In order to evaluate the physical aging of polysulfone (PSF)
and polyphenylene oxide (PPO) under different operating
temperatures, the correlations for volume–temperature
isotherm at zero pressure, V(0,T), and Tait parameter, B(T), have
been employed from Zoller's work.41–43 In his research, the
pressure–volume–temperature (PVT) properties of bulk PSF and
PPO are studied experimentally in a wide range of pressures and
temperatures to derive mathematical correlations based on the
well-known Tait equation, such as that provided in eqn (2)–(5)
for the initial glass and eqn (6)–(9) for the melt condition.
Initial glass:
PSF:
V(0,T) ¼ 0.8051 + 1.756  104T (2)
B(T) ¼ 4408 exp(1.543  103T) (3)
PPO:
V(0,T) ¼ 0.9348 exp(2.09  104T) (4)
B(T) ¼ 3379 exp(2.00  103T) (5)
Melt:
PSF:
V(0,T) ¼ 0.7644 + 3.419  104T + 3.126  107T2 (6)
B(T) ¼ 3731 exp(3.757  103T) (7)
PPO:
V(0,T) ¼ exp[2.475  101 + 2.151  105(T + 273.15)1.5] (8)
B(T) ¼ 2323 exp(4.29  103T) (9)
In eqn (2)–(9), temperature, T, is in C.RSC Adv., 2018, 8, 30265–30279 | 30267
RSC Advances Paper
O
pe
n 
A
cc
es
s 
A
rt
ic
le
. P
ub
li
sh
ed
 o
n 
28
 A
ug
us
t 2
01
8.
 D
ow
nl
oa
de
d 
on
 8
/3
0/
20
18
 1
:1
9:
19
 P
M
. 
 T
hi
s 
ar
ti
cl
e 
is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
C
om
m
on
s 
A
tt
ri
bu
ti
on
 3
.0
 U
np
or
te
d 
L
ic
en
ce
.
View Article OnlineNonetheless, since the initial specic volume of the bulk
state, Vinitial_glass,b(p,Ta), at operating pressure p and aging
temperature Ta, is dependent upon formation history of the
sample, the applicability of the Zoller's expression41–43 to vali-
date the PSF and PPO membrane prepared in Huang & Paul
(2004) work has been further discussed and evaluated.44 In
Zoller's work (1978, 1982), the measurement of specic volume
at different operating temperature and pressure has been con-
ducted directly aer annealing at high temperature under a dry
nitrogen atmosphere.41,43 The anneal treatment is aimed to
remove residual stresses captured within the polymer while
minimizing interference from the surroundings through expo-
sure to an inert gas throughout. This characterizes the fresh
sample before loading into the PVT apparatus for determina-
tion of the empirical model. Any effects of physical aging during
the measurement procedure have been assumed to be negli-
gible since it has been evidenced in previous published litera-
ture that the phenomena is retarded in thick samples over
a short time scale.45 As for the PSF polymeric lm adopted to
validate the developed mathematical model, Huang & Paul
(2004) have utilized the thermoreversibility characteristic of
aging and erasure of any prior thermal or pressure histories of
the samples by reheating above the glass transition temperature
and annealing with a N2 purge before quenching to the aging
temperature of interest.44 The procedure has been supported by
several other published literature to be eligible in order to
remove any accumulated histories attained in glassy materials,
i.e., previous thermal history, orientation and other effects.46
Therefore, the polymeric samples have been deduced to be
carefully conditioned to imprint a fresh history prior to initi-
ating the aging test.
Furthermore, in order to ensure that the bulk PSF lms in
both studies are comparable to adopt the same PVT character-
istic, several properties of the PSF lms, such as density, r, and
glass transition temperature, Tg, are summarized in Table 1.
It is depicted from Table 1 that properties of the PSF and PPO
bulk lms from both studies are similar, which supports that
the histories of the samples have been preset to fresh condi-
tions. The experiments have been conducted with care to
remove the interference of prior histories on the polymeric
samples and therefore the empirical models can be sufficiently
adopted in current study.
By adopting Zoller's expressions to determine the specic
volumes of the initial glass and melt at the corresponding
temperature of interest, the slope of the thermodynamic lineTable 1 Comparison of density, r, and glass transition temperature,
Tg, properties of bulk PSF sample
Reference
r/g cm3 Tg/C
PSF PPO PSF PPO
Zoller 1.234a 1.064b 185–186 (ref. 41) 205 (ref. 43)
Huang & Paul 1.240c 1.067c 186 (ref. 44) 210 (ref. 44)
a Experimental value by Zoller (1978) at 27 C (ref. 41). b Experimental
value by Zoller (1982) at 25 C (ref. 43). c Experimental value by Huang
& Paul (2004) at 25 C (ref. 44).
30268 | RSC Adv., 2018, 8, 30265–30279characterizing the bulk polymer (Line (1) in Fig. 1), mb, is
computed based on eqn (10).
mb ¼
Vmelt;b

p;Tg;b
 Vinitial_glass;bðp;TaÞ
Tg;b  Ta (10)
Whereby Vmelt,b(p,Tg,b) is the specic volume of bulk polymer
melt at operating pressure, p, and bulk glass transition
temperature, Tg,b, while Vinitial_glass,b(p,Ta) is its specic volume
at operating pressure, p, and aging temperature, Ta.
Vinitial_glass,b(p,Ta) has been computed based on eqn (1), (2) and
(3) for PSF and eqn (1), (4) and (5) for PPO respectively at their
corresponding aging temperature of interest. The pressure of
the system, p, is kept constant at 2 atm throughout the work to
be consistent with experimental physical aging data, which has
been conducted and collected at the particular operating pres-
sure.47 Therefore, physical aging is independent of operating
pressure, and thus the effect operating temperature can be
isolated conveniently in current study. The value of Tg,b for bulk
PSF and PPO has been experimentally determined to be 459.15
K (186 C) and 483.15 K (210 C) from Huang & Paul original
work adopting differential scanning calorimetry (DSC).48
2.2 Thickness dependent glass transition temperature
The deviation of depressed glass transition temperature in thin
lms, Tg(l), in comparison to glass transition temperature of
bulk state, Tg,b, which subsequently affects the temperature
dependent specic volume, is depicted in Line (2) of Fig. 1. The
actual glass transition temperature, Tg(l), of the thin polymeric
membrane under study has been calculated adopting Keddie's
thickness dependent glass transition temperature, as depicted
in eqn (11).49
TgðlÞ ¼ Tg;b
"
1

xðTÞ
l
	sðTÞ#
(11)
Whereby Tg,b is the bulk glass transition temperature, l is
thickness of the polymeric lm, Tg(l) is the thickness dependent
glass transition temperature of the polymer, while z(T) and s(T)
correspond to parameters that describe the characteristic
length of the specic polymer and the exponent variable
respectively, which have been both determined to be dependent
upon the surrounding temperature.
2.3 Equation of thermodynamic line characterizing the thin
glass state
In order to obtain equation of the thermodynamic line char-
acterizing the actual glassy state in thin lms (Line (3) of Fig. 1),
slope of the line, mactual, is assumed to be the same as the bulk
polymer, which has been supported in work by Zoller that the
slope of thermodynamic line at varying operating conditions are
approximately similar,41–43 such as that depicted in eqn (12).
mactual ¼ mb (12)
The specic volume of the thickness dependent PSF at the
actual glass transition temperature, Tg(l), under melt condition,
Vmelt(p,Tg(l)), (shown in of Fig. 1) has been computed adoptingThis journal is © The Royal Society of Chemistry 2018
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View Article Onlineeqn (1), (6) and (7). Similarly, for PPO lms, Vmelt(p,Tg(l)) has
been calculated based upon eqn (1), (8) and (9). The constant of
the thin line, Cactual, can be conveniently calculated employing
the slope of the line, mactual, and a single point that lies on it,
[Tg(l),Vmelt(p,Tg(l))], such as that depicted in eqn (13).
Cactual ¼ Vmelt(p,Tg(l))  mactualTg(l) (13)
Therefore, equation of the actual thermodynamic line at the
initial glassy state of thin lm (Line (3) of Fig. 1) for tempera-
ture, T, below the glass transition temperature, Tg(l), is derived
in eqn (14).
Vinitial_glass(p,T) ¼ mactualT + Cactual (14)
Specic volume of the initial glassy state, Vinitial_glass, (shown
in of Fig. 1) is computed by substituting the aging temperature
of interest, Ta, into eqn (14). This value species the initial
specic volume of the PSF polymeric lm, which gradually
undergoes physical aging process, constituting to the reduction
in free volume within the polymeric matrix over the course of
aging.2.4 Linear correlation of physical aging based on deviation
from equilibrium
It has been reported in previous work by Huang & Paul (2005)
that gas permeability over time can be represented by a linear
log–log correlation,22,48 such as that depicted in (15).
ln P(t,T) ¼ x(T)ln t + y(T) (15)
In (15), P(t,T) is the time and temperature dependent gas
permeability while x(T) and y(T) characterize the slope and
constant of the intercept in the log–log plot at different oper-
ating temperature T respectively. In addition, the permeability
at time, t, and temperature, T, P(t,T), can be similarly described
employing an exponential correlation as a function of the
fractional free volume, f(t,T), such as that provided in (16).50
PðtÞ ¼ a exp

 b
f ðt;TÞ
	
(16)
In (16), a and b are constants of the permeability correlation
for gas component, which represent the pre-exponential factor
and minimum volume of uctuation needed for diffusion jump
respectively. In addition, the pre-exponential factor a in eqn
(16)51,52 has been reported to exhibit Arrhenius relationship with
respect to operating temperature, such as that depicted in eqn
(17).
a ¼ a0 exp

EA
T
	
(17)
In eqn (17), a0 is pre-exponential constant while EA is
enthalpy change associated to effect of temperature to alter-
ation in gas permeability. The Arrhenius relationship reduces
the temperature dependent gas permeability to eqn (18).This journal is © The Royal Society of Chemistry 2018PðtÞ ¼ a0 exp

EA
T
	
exp

 b
f ðt;TÞ
	
(18)
In order to quantify the amount of free space that charac-
terizes the efficiency of chain packing, the time dependent
fractional free volume, f(t,T), is a useful and commonly
employed parameter to elucidate the morphology and congu-
ration of polymeric membranes, whereby the denition is
provided in (19).
f ðt;TÞ ¼ Vðt;TÞ  V0
Vðt;TÞ (19)
In eqn (19), V(t,T) is specic volume of the glassy polymeric
membrane at a specic temperature and aging time, while V0 is
the specic occupied volume of polymer chain, which can be
determined adopting various group contribution methodolo-
gies, such as that proposed by Bondi,53 as depicted in (20).
V0 ¼ 1:3
Xn
k¼1
ðVwÞk (20)
where n is the total number of groups into which the repeat unit
structure of a polymer is divided, while Vw is the van der Waals
volume of the group, such as that proposed by Van Krevelen
(1990).54 For PSF and PPO, V0 has been determined to be
0.6903 g cm3 and 0.764 g cm3 to be utilized consistently
throughout the work. Through substitution of (16) and (19) into
(15), followed by somemathematical treatments, (21) is derived,
which is resemblance of the linear behavior of a normalized
specic volume of glassy polymer,
Vðt;TÞ
Vðt;TÞ  V0, as a function of
natural logarithmic of aging time, t (Line (4) of Fig. 1).
Vðt;TÞ
Vðt;TÞ  V0 ¼ 
xðTÞln t
b
 ðln a yðTÞÞ
b
(21)
Based on published literature by Huang & Paul (2005),22,48,
(15) is a linear correlation with negative slope, which implies
x(T) carries a negative weightage.22,48 The effect of
Vðt;TÞ
Vðt;TÞ  V0 as
a linear relationship with respect to ln t is depicted in Fig. 2.
In this work, the linear behavior in (21) has been adopted to
characterize the physical aging process under different aging
temperatures, Ta, by exhibiting temperature dependent specic
volume at the initial glassy state, Vinitial_glass(t0,Ta), and equi-
librium Ve(te,Ta), as well as time to achieve equilibrium condi-
tion, te. Ve(te,Ta) (shown in of Fig. 1) has been calculated
employing eqn (1), (6) and (7) for PSF and eqn (1), (8) and (9) for
PPO by substituting the aging temperature of interest, Ta, into
the aforementioned equations. On the other hand, the equi-
librium time, te, that characterizes the total time for the poly-
meric matrix to relax before achieving equilibrium specic
volume is described using a modied Williams–Landel–Ferry
(WLF)-shi equation. The WLF expression has been originally
adapted to characterize the temperature dependence of relaxa-
tion mechanisms in amorphous polymers.55 In this work,RSC Adv., 2018, 8, 30265–30279 | 30269
Fig. 2 Schematic plot of linear approximation of normalized specific
volume,
Vðt;TÞ
Vðt;TÞ  V0, as a function of aging time, t, in natural loga-
rithmic scale.
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View Article Onlinerelaxation has been proposed to be correlated to the time to
achieve equilibration since it characterizes the rate in which
glassy polymer state attains its ultimate hypothetical melt state
whereby relaxation is nally retarded. The original WLF-shi
equation is depicted in eqn (22), while adaptation of the
modied WLF expression to determine the equilibrium time, te,
is provided in eqn (23).
logðaTÞ ¼ C1ðT  TrÞ
C2 þ ðT  TrÞ (22)
logðteÞ ¼
C 01ðlÞ

T  TgðlÞ

C 02ðlÞ þ

T  TgðlÞ
 (23)
In the WLF equation as depicted through eqn (22), aT is the
shi factor that describes the relaxation mechanism of the
polymer, C1 and C2 are constants respectively, while T and Tr
correspond to the temperature and reference temperature. On
the other hand, in the revised WLF expression as presented in
eqn (23), te is the total time for the polymeric matrix to relax
before achieving equilibrium specic volume, C01ðlÞ and C02ðlÞ
are the thickness dependent constants, whilst T and Tg(l)
correspond to the temperature and glass transition tempera-
ture. The slope of the aging line, maging, in Fig. 2 has been
calculated adopting eqn (24).
maging ¼
Veðte;TaÞ
Veðte;TaÞ  V0 
Vinitial_glassðt0;TaÞ
Vinitial_glassðt0;TaÞ  V0
ln te  ln t0 (24)
Whereby t0 is the initial aging time, which has been assumed to
be 1 h constantly throughout the work, so that constant of the
aging line, Caging, is simplied to be
Vinitial_glassðt0; TaÞ
Vinitial_glassðt0;TaÞ  V0. In
Huang & Paul work (2004), time zero for physical aging has been
taken as the point when the thin polymeric lm samples have
been removed from the oven aer being brought to the aging
temperature.44 Aer that, the samples have to be mounted on
the silicon wafer surface to obtain the average measurement30270 | RSC Adv., 2018, 8, 30265–30279value via ellipsometry by acquiring at least three refractive index
specications for each lm sample thickness and aging
temperature.44 Hence, instead of considering the 1 h assump-
tion as a time interval from initiation of physical aging, it can be
deduced that the assumption has been taken as the average
time for preparation of samples in the sampling chamber
before the preliminary measurement. Similar assumption has
been reported in original work by Huang et al. (2006), whereby
the physical aging data were only approximated at time zero
since actual measurement had been conducted aer a series of
well carried out protocols to prepare samples on the instru-
ment.21 Therefore, the linear correlation characterizing the
aging process can be conveniently derived at any aging time, t,
such as that provided in eqn (25).
Vglassðt;Ta

Vglassðt;TaÞ  V0 ¼ maging lnðtÞ þ
Vinitial_glassðt0;TaÞ
Vinitial_glassðt0;TaÞ  V0 (25)
Subsequently, fractional free volume and gas permeability at
varying aging time and temperature has been computed based
on eqn (19) and (16) respectively.3. Results and discussion
To demonstrate applicability of the developed mathematical
model, it has been validated adapting physical aging experi-
mental data of free volume for PSF and PPO membrane lm
with varying thicknesses (400 nm,700 nm and1000 nm) at
35 C, 45 C and 55 C conducted by Huang et al. (2005), as
depicted in Fig. 3(a), (b) and (c) and Fig. 4(a), (b) and (c)
respectively.22,48 To quantify accuracy of the simulated free
volume, the value of Mean Absolute Percentage Error (MAPE)
has been provided, whereby the denition has been provided in
(26), in which xsim and xexp correspond to simulated and
experimental data respectively, while Nexp is the number of
collected experimental data.
MAPE ¼
X

xsim  xexp


Nexp
(26)
The physical parameters employed to t the experimental
observation for Keddie's et al. thickness dependent glass tran-
sition temperature expression and the temperature dependent
revised WLF expression are provided in Tables 2 and 3 respec-
tively. This approach successfully isolates the effect of size
dependent glass transition temperature adopting temperature
dependent parameters and thermodynamic relaxation behav-
iour employing thickness dependent variables on the latter. The
parameters have been approximated via curve tting by opti-
mization in Matlab® 2013 through minimization of summation
of squares of errors between the experimental data and the
simulation model.
It is illustrated from Fig. 3 and 4 that the mathematical
model is able to provide good characterization of the physical
aging process at various operating temperature from a thermo-
dynamic point of view demonstrated through the small MAPEThis journal is © The Royal Society of Chemistry 2018
Fig. 3 Model validation with fractional free volume, f, data by Huang
et al. (2005) of Polysulfone membrane film during aging time, t, with
thicknesses of 400 nm (B), 700 nm (O) and 1000 nm (,) with
simulation results of400 nm (/),700 nm (- - -) and1000 nm (—)
at temperature (a) 35 C (b) 45 and (c) 55 C.
Fig. 4 Model validation with fractional free volume, f, data by Huang
et al. (2005) of polyphenylene oxide (PPO) membrane film during aging
time, t, with thicknesses of 400 nm (B),700 nm (O) and 1000 nm
(,) with simulation results of 400 nm (/), 700 nm (- - -) and
1000 nm (—) at temperature (a) 35 C (b) 45 and (c) 55 C.
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View Article Onlinevalues (<0.2% for PSF and <0.4% for PPO) between model
prediction and experimental data. The small deviation can be
attributed to experimental limitations, whereby the fractional
free volume can only be obtained through ellipsometry tech-
nique with precision restraints of instruments. It is found from
Table 2 that the value of z(T) is bigger at lower aging tempera-
ture, which is consistent to observation reported by Forrest &
Mattsson.56 As highlighted earlier, the z(T) parameter isThis journal is © The Royal Society of Chemistry 2018a quantitative representation of the characteristic length, which
corresponds to a length scale of the cooperative rearrangement
due to polymer segmental relaxation. The size of energy barrier
grows with decreasing temperature since the polymeric matrix
inherits a reduced energetic state on which the rates of all
congurational rearrangements depend to achieve equilibrium.
The enhanced resistance contributes to increment in length
scale or a growing number of units that must be collectively beRSC Adv., 2018, 8, 30265–30279 | 30271
Table 2 Model parameters deduced by fitting aging data for thin films of PSF polymer at different aging temperature, Ta, for the thickness
dependent, l, glass transition temperature expression proposed by Keddie et al.49 (eqn (11))
l/nm
z(T) (108) (nm) s(T) (dimensionless)
PSF PPO PSF PPO
35 C 45 C 55 C 35 C 45 C 55 C 35 C 45 C 55 C 35 C 45 C 55 C
400
700 42.1 2.19 0.502 2.50 0.90 0.25 0.190 0.140 0.115 0.200 0.170 0.140
1000
Table 3 Model parameters deduced by fitting aging data for thin films of PSF polymer at different membrane thickness, l, for the temperature
dependent revised WLF (eqn (23))
l/nm
C01ðlÞ (log h) C02ðlÞ (K)
PSF PPO PSF PPO
35 C 45 C 55 C 35 C 45 C 55 C 35 C 45 C 55 C 35 C 45 C 55 C
400 2800 3000 1.260  104 9.900  103
700 3100 3125 1.250  104 9.000  103
1000 3500 3255 1.236  104 8.200  103
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View Article Onlineactivated for motion to occur at lower operating tempera-
ture.57,58 Similarly, the same observation is noticeable to the
exponent parameter, s(T), whereby the variable decreases with
increment in the aging temperature. The larger exponent
parameter when operating temperature is reduced has been
attributed to greater deviation from the bulk glass transition
temperature.
Coincidently, when plotting the logarithmic of both param-
eters against the reciprocal of the aging temperature, they were
found to exhibit a relatively linear correlation, which is evident
that the relaxation at the thickness dependent glass transition
temperature is somehow governed by an Arrhenius relation-
ship, such as that depicted in Fig. 5 for PSF and Fig. 6 for PPO.
An example of the form of Tool–Narayanaswamy–Moynihan
(TNM) model that describe the relaxation characteristic by
incorporating the effect of temperature and structure is
provided in eqn (27).59–61Fig. 5 Arrhenius temperature plots for z(T) (B) and s(T) (,) of free
volume data for PSF.
30272 | RSC Adv., 2018, 8, 30265–30279s

T ;Tf
 ¼ A expxDh
RT
þ ð1 xÞDh
RTf

(27)
Whereby s is the relaxation time, A is the pre-exponential factor,
Dh is the activation energy, R is the ideal gas constant, T and Tf
is the operating and ctive temperature that characterizes the
contribution of temperature and structure to the relaxation,
while x is the partitioning parameter that determines the
boundaries of the degree of non-linearity. At the glass transition
temperature with equilibrium structure whereby Tf ¼ T, eqn
(27) is reduced to the Arrhenius form, which explains the linear
correlation observed in Fig. 5 and 6. In addition, it is found that
slope of the z and s parameter with respect to the effect of aging
temperature is bigger for PSF in Fig. 5 as compared to PPO in
Fig. 6. This is because PSF is a polymer that exhibits more
sensitivity to temperature in comparison to PPO.22
In order to evaluate applicability of the parameters in the
revised WLF equation, as summarized in Table 3, it has beenFig. 6 Arrhenius temperature plots for z(T) (B) and s(T) (,) of free
volume data for PPO.
This journal is © The Royal Society of Chemistry 2018
Fig. 7 Effect of film thickness, l, to C01 (B) and C
0
2 (,) in the revised
WLF equation for PSF.
Fig. 8 Effect of film thickness, l, to C01 (B) and C
0
2 (,) in the revised
WLF equation for PPO.
Fig. 9 Temperature dependence of the time to reach equilibrium, te,
for PSF and PPO membrane film with varying thicknesses of 400 nm
(B), 700 nm (O) and 1000 nm (,) at different aging temperature,
Ta.
Table 4 Values of constants in gas permeability-free volume empirical
model
T/C
a (barrer) (108) b/dimensionless
PSF PPO PSF PPO
O2 N2 O2 O2 N2 O2
35 1.260 3.100 0.2550
45 1.550 4.100 0.2700 2.61 2.98 2.66
55 1.675 4.800 0.2825
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View Article Onlineplotted against the lm thickness, as provided in Fig. 7 for PSF
and Fig. 8 for PPO membrane lm. It is depicted that the
parameters, C01 and C
0
2, demonstrate a relatively linear correla-
tion with respect to the thickness of polymeric membrane lm,
which suggests that the methodology in present work can be
conveniently used to derive empirical relationship in order to
interpolate and predict physical aging performance in between
the thicknesses. In addition, it has been depicted that slope of
the parameters, C01 and C
0
2, with respect to lm thickness is
higher for PPO in Fig. 8 as compared to PSF in Fig. 7. The
observation has been attributed to higher aging rate in PPO,
which can be rationalized through its higher fractional free
volume that enables a driving force of physical aging when lm
thickness is conned.62
In addition, the natural logarithmic of the time to achieve
equilibrium, ln te, is plotted against the aging temperature at
different polymeric lm thicknesses in Fig. 9. The temperature
dependence of time to reach equilibrium is a linear function,
which is consistent with the plot reported by Simon et al.
(1998).63 At the same aging temperature, the time to achieve
equilibrium, te, is longer for thicker polymeric membrane lm,
which is consistent with accelerated aging observed in thinner
polymers.64 The accelerated aging has been rationalized by
higher possibility of free volume diffusion and escape from the
surface in a smaller dimension, contributing to fasterThis journal is © The Royal Society of Chemistry 2018reestablishment of the thermodynamic equilibrium and hence
shorter equilibrium time in comparison to its bulk counter-
part.18 In addition, the equilibration time is also longer at lower
aging temperature, which has been attributed to lower energetic
state of polymeric chains that contributes to retarded relaxa-
tion, further constituting to prolonged time period to achieve
the nal equilibrium condition.
Ultimately, the effect of aging temperature induced physical
aging to polymeric membranes has been investigated from the
aspect of gas permeability, which has been modeled according
to eqn (16), with the physical parameters been summarized in
Table 4 for oxygen and nitrogen gases respectively.
The parameter, a, is depicted to similarly exhibit Arrhenius
dependency towards aging temperature, such as that shown in
Fig. 10, since permeability is a function of temperature and
thereby obeys Arrhenius equation.65–67 Values of a is higher for
PSF since it has been reported to be more sensitive to alteration
in aging temperature in comparison to PPO.62
On the other hand, the b parameter has been found to be
independent of aging temperature, since it has been reported to
be merely related to gas penetrants kinetic diameter.68–70
Accordingly, magnitude of the parameter is in accordance with
molecular size of the gas molecules, whereby N2 (3.64 A˚) is
larger than O2 (3.46 A˚).36 For, PPO, the value of b is larger than
its counterpart PSF for a particular gas penetrant since PPO is
more dependent on the required volume of void space within
the polymeric membrane attributed to its high free volume
nature.RSC Adv., 2018, 8, 30265–30279 | 30273
Fig. 10 Arrhenius aging temperature, Ta, plots for a of oxygen (B) and
nitrogen (,) gas permeability data in PSF membrane and oxygen (O)
in PPO membrane.
Fig. 11 Model validation with oxygen gas permeability data, P, by
Huang et al. (2005) of PSF membrane film during aging time, t, with
thicknesses of 400 nm (B), 700 nm (O) and 1000 nm (,) with
simulation results of400 nm (/),700 nm (- - -) and1000 nm (—)
at temperature (a) 35 C (b) 45 C and (c) 55 C.
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View Article OnlineThe model validation results for aged gas permeability data
by Huang et al. (2005)22,48 have been depicted Fig. 11(a), (b) and
(c) for temperature of 35 C, 45 C and 55 C to represent the
transport property of oxygen in PSF polymeric membrane. On
the other hand, the model validation of gas permeability of
oxygen in PPO membrane at 35 C, 45 C and 55 C has been
provided in Fig. 12.
Similarly, the model validation for gas nitrogen with respect
to reciprocal of fractional free volume at different operating
temperatures has been provided in Fig. 13, while the effect of
aging time to gas permeability of nitrogen at varying membrane
thicknesses and operating temperatures based on the parame-
ters in Table 4 has been depicted in Fig. 14.
It is found from Fig. 11 and 12 (gas permeation of O2 in PSF
and PPO respectively) and Fig. 13 (gas permeation of N2 in PSF)
that the mathematical model is able to produce good consis-
tency with observation of the physical aging phenomenon for
membrane gas transport property in actual laboratory scale. A
small MAPE of <5% for PSF membrane and <8% for PPO
membrane has been observed over a wide range of lm thick-
nesses at different operating temperature, which reconrms
accuracy of the developed mathematical model. The small
discrepancy might be due to experimental error or precision
limitations of instruments to measure the amount of permeate
across the membrane. Consequently, based upon the physical
parameters obtained via curve tting in Fig. 13, the effect of
aging time towards nitrogen gas permeability at varying lm
thicknesses and operating temperature has been predicted and
tabulated in Fig. 14.
Permeability of the gases is found to be decreasing with
aging time at all temperatures attributed to polymer densica-
tion accompanying physical aging that reduces free volume
within the polymeric matrix, which in turn connes the void
space that serves as passage for diffusivity and solubility of gas
penetrants. In addition, permeability of the gas molecules
through PSF membrane has been demonstrated to exhibit
thickness dependency, with the gas permeability being30274 | RSC Adv., 2018, 8, 30265–30279consistently lower with decrement in lm thickness ascribed to
enhanced mobility of free volume in the vicinity of a free
surface. Other than that, the permeability at a particular aging
time in polymeric membranes exposed to higher operating
temperature is higher attributed to increment in free volume
within the structure of the polymer. Once the free volume of
a polymer increases, it allows higher diffusivity of biggerThis journal is © The Royal Society of Chemistry 2018
Fig. 12 Model validation with oxygen gas permeability data, P, by
Huang et al. (2005) of PPO membrane film during aging time, t, with
thicknesses of 400 nm (B), 700 nm (O) and 1000 nm (,) with
simulation results of400 nm (/),700 nm (- - -) and1000 nm (—)
at temperature (a) 35 C (b) 45 C and (c) 55 C.
Fig. 13 Model validation with nitrogen gas permeability data, P, by
Huang et al. (2005) of polysulfone membrane film with respect to
reciprocal of fractional free volume, 1/f for thickness of 1000 nm at
operating temperature of 35 C (B), 45 C (O) and 55 C (,) with
simulation results of 35 C (/), 45 C (- - -) and 55 C (—).
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View Article Onlinemolecules to have a bigger energy to pass through.71 All these
phenomena, which are consistent to the trend observed in
actual experimental condition, have been quantied adequately
through the mathematical model.
In actual membrane gas separation, other than gas perme-
ability that characterizes the ux of permeation across the
membrane barrier, the selectivity is another important param-
eter since it quanties the sieving capacity of a membrane byThis journal is © The Royal Society of Chemistry 2018allowing the transport of designated gas molecules, while
retaining the movement of its counterpart. Fig. 15 depicts the
effect of aging time to the selectivity of PSF polymeric
membrane at different thicknesses and operating temperatures.
It is found that the selectivity increases over time attributed
to the larger reduction in gas N2 as compared to O2. Nitrogen
demonstrates a higher decrement in gas permeability value
with respect to aging time in comparison to oxygen owing to the
disparity among their kinetic sizes. The trend is intuitively
reasonable since any constriction in molecular spacing within
the PSF polymeric membrane matrix is expected to exhibit
larger effect on the permeability of bigger gases as compared to
its small counterpart. The increment in gas selectivity is more
apparent in polymeric membrane of smaller thickness due to
the accelerated aging phenomenon in thinner structure that
constitute to lm structure with smaller cavity sizes and free
volume at any particular aging time, further enhancing the
sieving capability of the membranes to allow transport of O2
with smaller kinetic diameter, while retaining the movement of
N2. Additionally, the O2/N2 membrane selectivity is found to be
larger for thinner polymeric membrane structure, which can be
rationalized through the augmented lost of free volume through
enhanced vacancy diffusion mechanism.
With regards to the effect of operating temperature, it is
found that the gas selectivity is higher in membrane operated at
lower operating temperature, while the enhancement dimin-
ishes with increment in operating temperature. The observation
can be rationalized through expansion in the cavity sizes that
form the channels for transport of gas molecules when oper-
ating temperature is raised attributed to higher activation
energy for relaxation. The bigger void spaces reduce the sieving
capacity of the membrane since it permits gas molecules of
different penetrant sizes to transport across the membrane. In
addition, the effect of operating temperature to gas selectivity is
found to be typically apparent within membrane at lowerRSC Adv., 2018, 8, 30265–30279 | 30275
Fig. 14 Effect of aging time, t, towards the gas permeability, P,
simulation results of400 nm (/),700 nm (- - -) and1000 nm (—)
at temperature (a) 35 C (b) 45 C and (c) 55 C.
Fig. 15 Effect of aging time, t, towards the gas selectivity of O2/N2, S,
simulation results of400 nm (/),700 nm (- - -) and1000 nm (—)
at temperature (a) 35 C (b) 45 C and (c) 55 C.
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View Article Onlineoperating temperature, which can be explained through the fact
that the increment in cavity sizes with increment in operating
temperature exceeds the kinetic diameter of both O2 and N2
gases, thus induces minimal effect to the sieving property.
Furthermore, the difference among the gas selectivity at
different membrane thicknesses is found to be particularly
apparent with increment in aging time, which has been attrib-
uted to densication throughout the course of aging that
enhances permeation of O2 but not N2.30276 | RSC Adv., 2018, 8, 30265–302794. Conclusion
In this work, a simple linear correlation has been adapted to
provide quantitative explanation and insights towards the aging
phenomena at various temperatures and thicknesses through
employment of the PVT equation of states to describe the bulk
polymer at glass and melt conditions, as well as deviation of
thin state from its bulk counterpart. These thermodynamic
quantications have been achieved via adaptation of the Tait
equation and thickness dependent glass transition temperature
respectively. Consequently, the parameters can be employedThis journal is © The Royal Society of Chemistry 2018
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View Article Onlinewithin a linear correlation alongside the revised WLF equation
that quanties the time to achieve equilibrium to characterize
the aging evolution at different operating temperatures. The
outcome of this research work is expected to provide a simple
characterization of the physical aging process of thin lms from
the thermodynamic point of view. In addition, the main
contribution of the mathematical model is it can successfully
isolate the effect of thickness dependent glass transition
temperature adopting temperature dependent parameters and
thermodynamic relaxation behaviour employing thickness
dependent parameters of the modied WLF equations on the
latter. The parameters can be quantied through empirical
relationship at different lm thicknesses and operating
temperatures in order to interpolate and predict physical aging
performance of different membrane system. Based on ndings
of present mathematical model, it is found that membrane
should be fabricated at lower free volume, greater membrane
thickness and operated under condition of lower operating
temperature to exhibit the least deteriorating effect in physical
aging to ensure minimal uctuation to membrane separation
performance over time. Nonetheless, fabrication and operation
of polymers at such features is known to decrease the gas
transport property. Lower free volume polymer connes the
void spaces of gas penetrants within the membrane matrix,
bigger membrane thickness increases the pathway of resistance
for permeation while lower operating temperature decreases
the activation energy for gas molecules to execute diffusional
jump. Realizing that there is a trade-off between polymer
membranes with higher gas permeation properties and accel-
erated aging, it is important to incorporate the developed
mathematical model in present work together with conven-
tional models that analytically addresses the separation mech-
anism of membrane, such as the solution-diffusion equation,
typically within industrial process simulator. It is anticipated to
be included within process simulation of oxygen enriched
combustion using thin polymeric membranes to quantify the
impact of physical aging at different operating temperatures
and thicknesses towards the gas separation performance and
process economics. Consequently, the study can be used to
optimize the physical parameters and operating conditions that
are most protable for membrane operation throughout the
lifespan of membranes.
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NomenclatureV(P,T)This journal is © The RSpecic volume of the polymer at
a particular temperature,T, and pressure,PT Temperature
P Pressure
V(0,T) Volume–temperature isotherm at zero
pressure
B(T) Tait parameteroyal Society of Chemistry 2018Vinitial_glass,b(p,Ta) Initial specic volume of bulk polymer state
at aging temperature, Ta, and operating
pressure,pTa Aging temperature
p Operating pressure under study
mb Slope of the thermodynamic line
characterizing the bulk polymer state
Vmelt,b(p,Tg,b) Specic volume of bulk polymer melts at
bulk glass transition temperature Tg,b and
operating pressure, pTg,b Glass transition temperature of bulk
polymerTg(l) Glass transition temperature of the thin
polymeric membrane dependent upon its
thickness ll Thickness of the polymeric lm
z(T) Characteristic length of a specic polymer
that is temperature dependent
s(T) Exponent variable of a specic polymer that
is temperature dependent
mactual Slope of the thermodynamic line
characterizing actual glassy state
Cactual Intercept of the thermodynamic line
characterizing actual glassy state
Vmelt(p,Tg(l)) Specic volume of the thickness dependent
lm at operating pressure, p, actual glass
transition temperature, Tg(l), under melt
conditionVinitial_glass(p,T) Actual initial glassy state for at operating
pressure, p, and temperature, TP(t,T) Gas permeability, which is time, t, and
temperature, T, dependentx(T) Slope in the log–log plot at different
operating temperature Ty(T) Constant of the intercept in the log–log plot
at different operating temperature Tf(t,T) Fractional free volume, which is time, t, and
temperature, T, dependenta Pre-exponential factor in gas permeability-
free volume correlationb Factor for minimum volume of uctuation
needed for diffusion jump in gas
permeability-free volume correlationV(t,T) Specic volume of the glassy polymeric
membrane at a specic time, t, and
temperature, TV0 Specic occupied volume of polymer chain
Vw van der Waals volume of the functional
group within the polymer repeat unit
Ve(te,Ta) Equilibrium specic volume at equilibration
time, te and aging temperature, Ta
te Time to achieve equilibrium
aT Shi factor that describes the relaxation
mechanism of the polymer in the WLF
equationC1, C2 Constants in the WLF equation
C01ðlÞ, C02ðlÞ Thickness dependent constants in the
revised WLF equation
maging Slope of the aging lineRSC Adv., 2018, 8, 30265–30279 | 30277
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Caging Constant of the aging line
xsim Simulated data
xexp Experimental data
Nexp Number of collected experimental dataAcknowledgements
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